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PIG PASSAGE INDICATORS

SERIES
57, 55, 53 & 67

Proudly Canadian, Apache Pipeline Products 
is a leading manufacturer of pipeline 
cleaning and maintenance equipment. We 
produce and supply a complete line of pigs 
and pigging equipment for oil, natural gas, 
water/waste water, and industrial pipelines 
around the world.

With a history that dates back to 1986, our 
company is rooted in the principles of 
superior client service and partnership. 
Specializing in big inch pipelines, we have 
the performance-based products to help 
your job run smoothly.

780.416.4850



SERIES 55
Electrical Indication
Auto Reset

The basic Model 55 is an electrical indicator with automatic reset. It includes a 
thread mounting nipple, standard lower housing with �uorocarbon O-Rings, 
hemispherical plunger and weather sealed and explosion proof limit switch. The 
switch employed on this model is NEMA rated, UL listed and CSA certi�ed to 
suit most applications.

Series 67
Visual Indication/Isolation
Manual Reset

The Model 67 adds safety and servicing options to our existing line of intrusive 
pig passage indicators. Incorporating a customized BV with an extended lower 
housing into the design of our model 67 pigPRO™ allows for a safe and simple 
isolation of the pig passage indicator from pipeline pressure for inspection, 
maintenance or repair. Complete removal and re-installation on any pressurized 
line is easy using the Extraction Kit and does not require specialized hot tap 
professionals or equipment.

SERIES 57
Visual Indication
Manual Reset

Our most popular pigPRO™, the basic Model 57, is a visual �ag indicator with 
manual reset. It includes a thread mounting nipple, standard lower housing with 
�uorocarbon O-Rings and hemispherical plunger with a �ag assembly.

SERIES 53
Visual/Electrical Indication
Manual/Auto Reset

The basic Model 53 is a combined visual/electrical indicator with manual/
automatic reset. It includes a thread mounting nipple, standard lower housing 
with �uorocarbon O-Rings and hemispherical plunger with a �ag assembly and 
weather sealed and explosion proof limit switch. The switch employed on this 
model is NEMA rated, UL listed and CSA certi�ed to suit most applications.

PIG PASSAGE INDICATORS
Our patented pigPRO™ Indicators 

are designed to accurately detect the 
passage of a pipeline cleaner 

travelling within a pipeline system.

FEATURES
• Adjustable plunger
• Compression spring
• Easy connection to hot tapping equipment
• pigPRO™ Series 53, 55 & 57 are 
   registered with a Canadian Registration 
   Number (CRN: 0H20042.21)

MATERIAL 
• Stainless steel components
• Conform to NACE standards

RELIABILITY
• Hemispherical shape of the plunger
• Absence of gears in the trigger indication
• Visual �ag/manual reset
• Electrical switch/auto reset
• Combination of both

OPTIONS
• Flange Mount:
     Flange base models are 
     manufactured to mount to existing 
     �anged connections and are 
     available in class 150, 300, 600 or 
     900 ANSI �anges. Conversion kits 
     are also available which enable 
     installation onto the mountings of 
     other manufacturers.

• Extension Pole:
     Aluminum extensions can be 
     attached to enable detection of the 
     pigs’ passage on buried pipelines. 
     All pressure-sealing components 
     remain below the extension module. 
     Available in lengths of 2’ to 8’.

THE UNIQUE DESIGN OF THE 57 MODEL IS UNRIVALED 
IN THE INDUSTRY AND CONTINUES TO WIN CUSTOMER 

ACCLAIM FOR ITS PERFORMANCE.


